| FRAMES FOR JEWELLER'S SAW BLADES / FILES HANDLES - UASB / UAL / UALF |

Frames for jeweller's saw blades.

UASB Depth Kg
400 75 mm 0.170
Frame for jeweller's saw blades.
Files handles.
UAL | o A A > Hl Lmm Kg
110-BLEU = 4" - 4" - - 94 mm  0.039
210-BLEU 4-5" 5-6" - 5" - - 94 mm  0.041
310-BLEU 4-6" - 4" 6" 4" 4"  94mm  0.042
410-BLEU 8" 8" 6" 8" 6" 6" 105 0.045
mm
510-BLEU 8-10" 10-12" 8" 10" 8" 8" 105 0.052
mm
610-BLEU 10-12" - 10" 10-12" 10" 10" 121 0.082
mm
710-BLEU = - 12" - 12" 12" 130 0.094
mm

Antislip plastic handle with hardened threaded insert.
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2-3 mm 95 mm 0.028
3-4 mm 95 mm 0.028
Precision handle for needle files.
UAL L mm Kg
170 2-3 mm 86 mm 0.015
Handle for needle files.
UAL | o A A || L mm Kg
200 - - 4" - 4" 80 mm 0.020
400 6" 6" 5" 6" 5" 100 mm 0.025
500 8" 8" 6" 8" 6" 115 mm 0.040
600 10" 10" 8-10" 10" 8-10" 125 mm 0.055
Wooden files handle.
Handles for ceramic fibre files.
UALF For files Kg
105 (1) B A=0.5mm 0.010
109 . A=0.9mm 0.010
202 ) () A=234mm 0.010
203 3) . A=3.0mm 0.013
301 (4) - A=1mm 0.010
302 - A=2mm 0.010
304 - A=4mm 0.011

Handle for ceramic fibre files.
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