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Kg 0.001  * Jusqu’a épuisement des stocks / Will be discontinued after end of stock / Solange Vorrat / 1/1
Hasta agotamiento del stock / Fino ad esaurimento dello stock / Até esgotamento do stock

** Sans tube / Without tube / Ohne Rohr / Sin tubo / Senza tubo / Sem tubo

Couronne a vis couleur acier et jaune avec tube en maillechort et joint,
vissage externe ; acier inoxydable.

Steel colour and yellow screw-on crown with nickel silver tube and gasket,
outside screwing ; stainless steel.

Stahlfarbe und gelbe Schraubkrone mit Rohr aus Neusilber und Dichtung,
aussen Gewinde ; Edelstahl.

Corona de rosca color acero y amarilla con tubo en alapaca y junta,
rosca externa ; acero inoxidable.

Corona a vite colore acciaio e gialla con tubo in argentone e guarnizione,
filettatura esterna ; acciaio inossidabile.

Coroa de rosca cor ago e amarela com tubo em niquel prateado e junta,
rosca externa ; aco inoxidavel.
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(1) 1x MSA60.515 + 1x MSA65.003
(2) Tx MSA60.015 + 1x MSA65.003
(3) 1x MSA60.516 + 1x MSA65.005
(4) 1x MSA60.016 + 1x MSA65.005
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