
MACHOS Y HILERAS

KgØ nominal Paso mm Ø tija mm Longitud total
mm

Longitud útil
mm

Ø exterior
mm

Ø perforado
acero mm

Ø perforado
latón mm

MSA

0.001S 0.30 0.080 1.00 22 2.0 0.32 0.24 0.2404.524-030

0.001S 0.35 0.090 1.00 22 2.0 0.37 0.28 0.2804.524-035

0.001S 0.40 0.100 1.00 22 2.5 0.42 0.33 0.3204.524-040

0.001S 0.50 0.125 1.00 22 3.0 0.52 0.43 0.4004.524-050

0.001S 0.60 0.150 1.00 22 3.5 0.63 0.51 0.4904.524-060

0.001S 0.70 0.175 1.50 25 4.5 0.73 0.59 0.5704.524-070

0.001S 0.80 0.200 1.50 25 5.0 0.83 0.67 0.6504.524-080

0.001S 0.90 0.225 1.50 25 5.5 0.93 0.75 0.7304.524-090

0.001S 1.00 0.250 1.50 25 6.0 1.04 0.83 0.8104.524-100

0.001S 1.10 0.250 1.50 25 7.0 1.14 0.93 0.9104.524-110

0.002S 1.20 0.250 1.50 25 7.0 1.24 1.03 1.0104.524-120

0.002S 1.30 0.300 1.50 25 8.0 1.34 1.09 1.0704.524-130

0.002S 1.40 0.300 2.00 30 8.5 1.44 1.19 1.1704.524-140

0.002S 1.50 0.300 2.00 30 10 1.54 1.29 1.2704.524-150

0.002M 1.60 0.350 2.00 30 10 1.64 1.32 1.3004.524-160

0.002M 1.70 0.350 2.00 30 10 1.74 1.42 1.4004.524-170

0.002M 1.80 0.350 2.00 30 10 1.84 1.52 1.5004.524-180

0.002M 2.00 0.400 3.00 35 13 2.07 1.68 1.6504.524-200

0.002M 2.20 0.450 3.00 35 13 2.27 1.84 1.8004.524-220

0.002M 2.30 0.400 3.00 35 13 2.37 1.98 1.9504.524-230

0.002M 2.40 0.450 3.00 40 15 2.47 2.04 2.0004.524-240

0.002M 2.50 0.450 3.00 40 15 2.57 2.14 2.1004.524-250

0.002M 2.60 0.450 3.00 40 15 2.67 2.24 2.2004.524-260

0.002M 3.00 0.500 4.00 40 16 3.09 2.60 2.5004.524-300

0.002M 3.50 0.600 4.00 40 17 3.59 3.01 2.9004.524-350

0.002M 4.00 0.700 5.00 50 20 4.10 3.42 3.3004.524-400

0.002M 4.50 0.750 5.00 50 20 4.60 3.87 3.7504.524-450

0.002M 5.00 0.800 6.00 55 25 5.10 4.35 4.2004.524-500

0.002M 6.00 1.000 6.00 55 25 6.12 5.15 5.0004.524-600

Macho máquina HSS 50/3G NIHS para acero y latón, agujeros pasantes o ciegos con 3 ranuras rectas. Buena resistencia.
Para torno automático o máquina de roscar.

KgØ nominal Paso mm ØMSA

0.040M2.5 0.25 mm 10 mm (L 70 mm)04.526-02

0.040M3.0 0.35 mm 10 mm (L 70 mm)04.526-04

Macho HSS sobre llave de soporte.
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MACHOS Y HILERAS

KgØ nominal Paso mmMSA

0.002M 2.50 0.20 mm04.525-01

0.002M 2.50 0.25 mm04.525-02

0.002M 2.80 0.20 mm04.525-03

0.002M 3.00 0.35 mm04.525-04

Macho HSS para agujero pasante. Buena resistencia a la rotura.

KgNúmero Ø nominalMSA

0.00240/3G S 0.6004.550-S0.60

0.00240/3G S 0.7004.550-S0.70

0.00240/3G S 0.9004.550-S0.90

0.00240/3G S 1.0004.550-S1.00

0.00240/3G S 1.1004.550-S1.10

0.00240/3G S 1.5004.550-S1.50

Macho máquina HSS para latón.

KgØ nominalMSA

0.002S 0.3004.542-030

0.002S 0.3504.542-035

0.002S 0.4004.542-040

0.002S 0.5004.542-050

0.002S 0.6004.542-060

0.002S 0.7004.542-070

0.002S 0.8004.542-080

0.002S 0.9004.542-090

0.002S 1.0004.542-100

0.002S 1.1004.542-110

0.002S 1.2004.542-120

Macho para agujeros ciegos.

KgØ nominal Paso mmØ exterior x
espesor mm

MSA

0.006M 1.20 0.2516 x 504.541-M1.20

Hilera ASCO HSS.
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