
PUNTE

Micropunte SPIREC HSS-E, in acciaio rapido.

KgLunghezza Ø gambo ProgressioneØMSA

0.00125 mm 1.00 mm 0.01 mm0.05 mm22.630-0.05

...... ... .........

0.00125 mm 1.00 mm 0.01 mm0.79 mm22.630-0.79

0.00125 mm 1.50 mm 0.01 mm0.80 mm22.630-0.80

...... ... .........

0.00125 mm 1.50 mm 0.01 mm1.00 mm22.630-1.00

0.00125 mm 1.50 mm 0.05 mm1.05 mm22.630-1.05

...... ... .........

0.00125 mm 1.50 mm 0.05 mm1.45 mm22.630-1.45

============================================= ==================================================

0.00138 mm 2.00 mm -1.50 mm22.630-1.50

0.00138 mm 2.00 mm -1.55 mm22.630-1.55

0.00138 mm 2.00 mm -1.587 mm22.630-1.58

0.00138 mm 2.00 mm 0.05 mm1.60 mm22.630-1.60

...... ... .........

0.00138 mm 2.00 mm 0.05 mm1.95 mm22.630-1.95

0.00138 mm 2.00 mm -1.984 mm22.630-1.98

============================================= ==================================================

0.00143 mm 2.50 mm 0.05 mm2.00 mm22.630-2.00

...... ... .........

0.00143 mm 2.50 mm 0.05 mm2.35 mm22.630-2.35

0.00143 mm 2.50 mm -2.384 mm22.630-2.38

0.00143 mm 2.50 mm -2.40 mm22.630-2.40

0.00143 mm 2.50 mm -2.45 mm22.630-2.45

============================================= ==================================================

0.00146 mm 3.00 mm 0.05 mm2.50 mm22.630-2.50

...... ... .........

0.00146 mm 3.00 mm 0.05 mm2.75 mm22.630-2.75

0.00146 mm 3.00 mm -2.778 mm22.630-2.77

0.00146 mm 3.00 mm 0.05 mm2.80 mm22.630-2.80

...... ... .........

0.00146 mm 3.00 mm 0.05 mm3.00 mm22.630-3.00

0.00146 mm 3.00 mm -3.175 mm22.630-3.17

Specificare il Ø al momento dell'ordine.
Esempi :
MSA22.630-0.05 per Ø 0.05 mm
MSA22.630-1.50 per Ø 1.50 mm
MSA22.630-2.00 per Ø 2.00 mm

Micropunte TITEX in HSS, standard per uso universale.

KgProgressioneØMSA

0.0010.01 mm0.20 mm22.660-020

............

0.0010.01 mm2.00 mm22.660-200

=================================================================

0.0010.05 mm2.05 mm22.660-205

............

0.0010.05 mm9.95 mm22.660-995

=================================================================

0.0010.10 mm10.00 mm22.660-1000

............

0.0010.10 mm16.90 mm22.660-1690

Specificare il Ø al momento dell'ordine.
Esempi :
MSA22.660-020 per Ø 0.20 mm
MSA22.660-205 per Ø 2.05 mm
MSA22.660-1000 per Ø 10.00 mm
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PUNTE

Micropunte YAMAMOTO micro drill in HSS.

KgØ gambo ProgressioneØMSA

0.0011.00 mm 0.01 mm0.10 mm22.670-010

...... .........

0.0011.00 mm 0.01 mm0.75 mm22.670-075

============================== ==================================================

0.0011.50 mm 0.01 mm0.76 mm22.670-076

...... .........

0.0011.50 mm 0.01 mm1.25 m22.670-125

============================== ==================================================

0.0011.50 mm -1.30 mm22.670-130

============================== ==================================================

0.0012.00 mm 0.05 mm1.35 mm22.670-135

...... .........

0.0012.00 mm 0.05 mm1.50 mm22.670-150

Specificare il Ø al momento dell'ordine.
Esempi :
MSA22.670-010 per Ø 0.10 mm
MSA22.670-076 per Ø 0.76 mm
MSA22.670-135 per Ø 1.35 mm

Micropunte SPIREC in metallo duro.

KgØ gambo ProgressioneØ Lunghezza
totale

MSA

0.0011.00 mm 0.01 mm0.05 mm 25 mm22.640-0.05

...... ...... ......

0.0011.00 mm 0.01 mm0.79 mm 25 mm22.640-0.79

========================= =========================== ===================================

0.0011.50 mm 0.01 mm0.80 mm 25 mm22.640-0.80

...... ...... ......

0.0011.50 mm 0.01 mm1.50 mm 25 mm22.640-1.50

========================= =========================== ===================================

0.0012.00 mm 0.01 mm1.51 mm 38 mm22.640-1.51

...... ...... ......

0.0012.00 mm 0.01 mm2.00 mm 38 mm22.640-2.00

Specificare il Ø al momento dell'ordine.
Esempi :
MSA22.640-0.05 per Ø 0.05 mm
MSA22.640-0.80 per Ø 0.80 mm
MSA22.640-1.51 per Ø 1.51 mm

Punte in acciaio per utensili temprato tipo 58PM, gambo Ø 2.35 mm.

KgØMSA

0.0010.50 mm22.610-005

0.0010.60 mm22.610-006

0.0010.70 mm22.610-007

0.0010.80 mm22.610-008

0.0010.90 mm22.610-009

0.0011.00 mm22.610-010

0.0011.10 mm22.610-011

0.0011.20 mm22.610-012

0.0011.30 mm22.610-013

0.0011.40 mm22.610-014

KgØMSA

0.0011.50 mm22.610-015

0.0011.60 mm22.610-016

0.0011.70 mm22.610-017

0.0011.80 mm22.610-018

0.0011.90 mm22.610-019

0.0012.00 mm22.610-020

0.0012.10 mm22.610-021

0.0012.20 mm22.610-022

0.0012.30 mm22.610-023
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PUNTE

Punte in carburo di tungsteno tipo 58MD, gambo Ø 2.35 mm.

KgØMSA

0.0010.50 mm22.412-005

0.0010.60 mm22.412-006

0.0010.70 mm22.412-007

0.0010.80 mm22.412-008

0.0010.90 mm22.412-009

0.0011.00 mm22.412-010

0.0011.10 mm22.412-011

0.0011.20 mm22.412-012

0.0011.30 mm22.412-013

0.0011.40 mm22.412-014

KgØMSA

0.0011.50 mm22.412-015

0.0011.60 mm22.412-016

0.0011.70 mm22.412-017

0.0011.80 mm22.412-018

0.0011.90 mm22.412-019

0.0012.00 mm22.412-020

0.0012.10 mm22.412-021

0.0012.20 mm22.412-022

0.0012.30 mm22.412-023

Punte diamantate, gambo Ø 2.35 mm.

KgØMSA

0.0030.80 mm22.650-080

0.0030.90 mm22.650-090

0.0031.00 mm22.650-100

0.0031.10 mm22.650-110

0.0031.30 mm22.650-130

0.0031.40 mm22.650-140

0.0031.50 mm22.650-150

Punte in metallo duro per equilibrare i bilancieri.

Kgd1 Dh6 Angolo I1 LMSA

0.0010.17 mm 1.50 mm 16° 0.6 mm 21 mm22.572-017

0.0010.18 mm 1.50 mm 16° 0.6 mm 21 mm22.572-018

0.0010.19 mm 1.50 mm 16° 0.6 mm 21 mm22.572-019

0.0010.20 mm 1.50 mm 16° 0.6 mm 21 mm22.572-020

0.0010.21 mm 1.50 mm 16° 0.6 mm 21 mm22.572-021

0.0010.22 mm 1.50 mm 16° 0.6 mm 21 mm22.572-022
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